
SPIRAL WRAP UV BLK POLYETHYL 15MMOD
SRPE-15-0

Type SRPE-15-0

Artikelnummer 7TCG054090R0222

EAN 5414363174691

Omschrijving SPIRAL WRAP UV BLK POLYETHYL 15MMOD

Omschrijving

Spiral Wrap, Black Polyethylene for Temperatures up to 100 Degrees Celsius (212 F),
Weather and Ultraviolet Resistant, Outer Diameter of 15mm (0.59 Inch), Pitch of 15mm

(0.59 Inch), Nominal Thickness of 1mm (0.039 Inch), Minimum Bundle Diameter of
12mm (0.472 Inch), Maximum Bundle Diameter of 70mm (2.75 Inches), Length of 10m

(32.81 Feet)

Algemene informatie

PRODUCT-DETAILS

Ordering
5414363174691EAN

728494141749UPC

Thailand (TH)Land van herkomst

rolVerkoopeenheid van
maat

Dimensions
32.8 ft 

10 m
Product netto diepte
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Container Information
1 reelPakketniveau 1 Units

13.78 in 
350 mm

Pakketniveau 1 Breedte

0.24 in 
6 mm

Pakketniveau 1 Hoogte

13.78 in 
350 mm

Pakketniveau 1 Lengte

20 reelPakketniveau 2 Units

16.73 in 
425 mm

Pakketniveau 2 Breedte

13.58 in 
345 mm

Pakketniveau 2 Hoogte

16.73 in 
425 mm

Pakketniveau 2 Lengte

Additional Information
For Temperatures up to 100 Degrees Celsius (212 F)Toepassing

CatamountMerk / Label

BlackKleur

20051206Ingangsdatum

PolyethyleneMateriaal

0.59 in 
15 mm

Buitendiameter

0.59 in ; 15 mmSchuinte

PLASTIC CONDUITProductnaam

Spiral WrapProducttype

-40 to 212 °F 
-40 to 100 °C

Temperatuur

0.04 in 
1 mm

Wanddikte

Certificates and Declarations (Document Number)
SRPE-15-0Gegevensblad,

technische informatie

SRPE-15-0Instructies en
handleidingen

Classifications
EC002604 - KabelbundelslangETIM 6

EC002604 - Cable bundle hoseETIM 7

EC002604 - Cable bundle hoseETIM 8

39131604UNSPSC

Product Not in WEEE ScopeWEEE-categorie

5395 >> Spiral wrappingIGCC (IDEA granulaire
categoriecode)
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Laagspanningsproducten en -systemen  → Installatietechniek producten  → Draad- en kabelmanagement  → Kabelbinders

Categorieën
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